
E481425 years warranty

3
12/24V 80/90/95

Light Distribution

Product Parameter

Model No. R0C0GX08A

Step length(mm/x LEDs)
LEDs spacing
LED type
LEDs/m
FPC width(mm)
Voltage(v)
Lumen/m
Efficiency(lm/w)
CRI
Power/m

50mm / 3LEDs
8.3mm
SMD2835
120
8mm
12V
1200lm/m
94lm/w
Ra>80
12.8w/m

R0C0GX08B

100mm / 6LEDs
8.3mm
SMD2835
120
8mm
24V
1200lm/m
94lm/w
Ra>80
12.8w/m

Flux out:487.8 lm

622.8,2368lx0.3m

0.5m

0.8m

1.2m

1.5m

Height Eavg,Emax Angle:119.00deg Diameter

489.55cm

391.64cm

261.09cm

163.18cm

97.91cm

224.2,852.6lx

87.58,333.0lx

38.93,148.0lx

24.91,94.73lx

AVERAGE BEAM ANGLE(50%):118.5 DEG

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

50

100

150

200

250

Dimensions & Available lengths

25
10150

8.3150

8

50
10150

8.3150

8

(120LEDs/m)

IP20 IP66IP65 IP67IP54 IP68

NEON STRIP
Neon strips are made by two color 

silicon integrated extrusion process, which 
can reach to protection level of IP67. The 
extrusion material has excellent property of  
resistant to salt liquid, acid and alkali, anti gas 
corrosion, fire prevention and UV resistance. 
They have been widely used in indoor and 
outdoor modeling design, corridor edges and 
corners.

Aluminum Profiles

2835 LED Strip / STANDARD SERIES
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