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FQ Series water-proof gives latest design and high reliability according to standard DZ4Q/RE008-841.We use the reliable cage
clamp connection instead of the traditional ire spring. This connector has the features of low contact resistance,anti-librtion,shock
proof and strong seal and so on,This connectors are widely used for the electrical connection between all kind of electrical equipment.
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Temperature -55'C ~+100°C
Relative humidity 98+3% at40C
Vibration 10-200HZ, 150m/s®
Shock 490m/s®

Constant acceleration 245m/s’
Atmosphere 4.4Kpa

Endurance 500 cycles

The connector is allowed to submerged in 1m
deep water for 30min

B JE Voltage(<400HZ) #EfbafE
BufiNE AR BAGROE Contact
Contactd® Current

=3.5mm 2.8mm resistance
0.8mm 2A 500V 400V 0.01Q
1mm 3A 500V 400V 0.005Q
1.5mm 10A 500V 400V 0.0025Q
2.5mm 25A 500V 400V 0.001Q
it 1@ B FE(50HZ) Test voltage
Al 3 ol BB EXEHT MR R
Contact spacing Norma Moisture test
=3.5mm 1500V 1000V
2.8mm 1200V 800V
{ESE &4 T #9818 B FE(50HZ) Test voltage under low pressure
RS 708 contact spacing
Atmosphere
=3.5mm 2.8mm
(Kpa)
46.7 1000V 730V
8.5 500V 400V
4.4 400V 300V
45 &% & P Insulation resitance
E®&H#T(mm) BREFHT MEFHET
Normal High temperature Moisture test
=5000(M Q) =500(MQ) =100(MQ)



